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ORIGINAL SIGNED BY
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FOR RAU/RCU 210, RAU/RCU 209 AND RCU 208

OF "WIDENING" TYPE PROJECTS

PAVEMENT SIDESLOPE AT VARIOUS STAGES

JULY,  2002
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AS REQUIRED
WIDENING

EXISTING PAVEMENT WIDTH(We)

1st LIFT

FINAL LIFT

SLOP
E 
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D4

D3

D2

D1

STRUCTURE
PAVEMENT 
EXISTING

STRUCTURE (T)

PAVEMENT DESIGN

FULL

BASE

SUBGRADE

SUBGRADE WIDTH (Ws)

10 m, 9 m or 8 m
PAVEMENT SECTION WIDTH (Wp)

FINISHED

ACP OVERLAY
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1

"WIDENING AND OVERLAY"

CB6-3.50M7 

Dwg No.:

    N.T.S.   

CheckedPrepared

M.T.

4:1 PAVEMENT SLOPE

P.M.

BK      

01-03

BY DATE

     27/06/05

NOTE ADDED
CORRECTION TO FORMULAS AND

  

Z = 4(T+0.16 m)

TRANSPORTATION

INFRASTRUCTURE AND

Z

X

80mm
FUTURE OVERLAY

80mm
FUTURE OVERLAY

SUPE
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